
PRODUCT DATA BULLETIN: CUT VINYL 

 

 Update: 2011-04-14 
Page 2 of 2 

 
 http://www.lghausys.com/us/product/sign/subindex.jsp 

 

Physical Properties 

Property Units 

Film thickness 2.6 mil 
Tensile strength Min 1.8kg/㎠ 
Elongation at break Min. 130% 
Adhesion (24 hours) Min. 1,800g/inch 
Dimensional stability (DIN30646) Max. 0.25mm 
Gloss level (60° Gloss meter) ≥ 60 
Service temp. range -25℃∼ 82℃ 
Minimum application temperature  10℃ 
Recommended application temperature 18~25℃ 

 
Shelf Life 
    Shelf life is 1 year from factory shipment. 
    Storage condition: Free from excessive moisture, temperature, direct sunlight (20℃ x 50% R.H) 
 
Additional Tips & Recommendations 
  Tips to prevent mottling 
    1. Follow storage temperature and humidity conditions: 23°C (±5°C) and 50% (±5 %) RH. 
    2. Avoid storing in direct sunlight or near heat sources. 
    3. Suspend rolls or keep them in boxes with end-caps that are designed to keep the roll suspended. 
  How to eliminate mottling 
    1. Unwind the roll and apply heat directly to the mottled area using a heat gun. 

    The degree of mottling should decrease immediately with treatment. 
    2. Unwind the roll and allow it to sit in a warm area. 
 
  * LG Hausys recommends using only materials from the same lot for the same color on a single project. 
  * In case of vehicle & fleet marking, this product is recommended for application on flat surfaces only. 
   This product is not recommended for application over rivets and/or curved surfaces. 
     

Warranty: 

     The information provided here represents typical properties based upon LG’s practical experience and does not constitute a
specification. No liability will be accepted for errors and omissions, including typographical errors, and in no circumstances shall LG 
be liable for any loss or injury arising directly or as a consequence of the publication of this data sheet. Due to the wide variety of 
applications, customers should independently verify the suitability of the material for each application. LG Hausys also retains the 
right to change sizes and specifications of products without prior notice.
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Warranty:
     The information provided here represents typical properties based upon practical experience and does not constitute a 
specification. No liability will be accepted for errors and omissions, including typographical errors, and in no circumstances 
shall Graphic Marking Systems be liable for any loss or injury arising directly or as a consequence of the publication of 
this data sheet. Due to the wide variety of applications, customers should independently verify the suitability of the material 
for each application. Graphic Marking Systems also retains the right to change sizes and specifications of products without 
prior notice.
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CAL 6700 Series 
Opaque Calendered Vinyl  

 

Description 
    CAL 6700 series is a mid to long-term polymeric calendered film designed indoor & outdoor sign applications. CAL 
6700 series presents high dimensional stability and longer durability for various applications along with excellent cutting 
and weeding characteristics for easy fabrication. 
 
Features 
• Face film: Opaque polymeric PVC film 
• Adhesive: Clear solvent acrylic, Permanent  
• Release Liner: Kraft paper 
• Available width: 15”, 24”, 30”, 48” (some width sizes not available in certain colors) 
• Available colors: 46 high-gloss & 2 matte colors 
• Outdoor durability 

- White & Black: 7 years 
- Colors: 6 years 
- Metallic: 5 years 

• Standard roll length: 50 yards 
• Shelf life: 1 year 

 
Applications
• Exterior and interior graphics  
• Point-of-purchase or trade show displays 
• Vehicle & fleet marking 

 
Converting Methods 
Cutting
Electro cut/Hand cut/Kiss cut/Die cut 
• These factors can affect cutting and weeding quality:  

- Weight of the knife (should be set to slightly notch the liner) 
- Sharpness of the blade. Using dull blades can result in the cut edges of the film looking serrated. 

• LG Hausys recommends that the weeding take place soon after cutting the vinyl (within 1 hour). 
- If the weeding is delayed for an extended period of time and/or if the temperature is too high, the adhesive layer 
could “reseal” itself and could negatively affect the weeding characteristics of the film. 
 

Compatible Products 

LG Hausys BANNUX line of banner materials. 
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